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The Earth formed about 4.6 billion years ago. Geologists have broken this enormous ® Landsiide Notre-Dame- Deposits of Leda clay, a potentially unstable material, underlie extensive areas of the Ottawa—Gatineau region.
length of time into major divisions using fossil assemblages and radiometric dating of Maximum extent de-la-Salette Leda clay is composed of clay- and silt-sized particles of bedrock that were finely ground by glaciers and washed
rocks. During the vastness of Precambrian time, the Earth's crust developed, and early N of Champlain Sea into the Champlain Sea. As the particles settled through the salty water, they were attracted to one another and

life evolved. The Paleozoic began with the first appearance of fossils with hard parts o o o formed loose clusters that fell to the seafloor. The resulting sediment had a loose but strong framework that was

and ended with the largest extinction in Earth's history. The Mesozoic was the Age of No rock capable of r_etaining a Iarge amount of water. Following the retreat of the sea, ;he ;alts that originally contributed

Dinosaurs and ended with their extinction. The Cenozoic, which includes the present, ‘ record _ - . : : : . . ¢ " to the bonding of the particles were slowly removed (leached) by fresh water filtering through the ground. If

is the Age of Mammals and includes the evolution of man and a major Ice Age. s The Gatineau River drains the rugged Canadian Shield D I I: I: E R E N T R O C S Buckingham . sufficiently disturbed, the leached Leda clay, a weak but water-rich sediment, may liquefy and become a 'quick
awkesbury

’.'.' g . clay'. Trigger disturbances include river erosion, increases in pore-water pressure (especially during periods of
The geological { high rainfall or rapid snowmelt), earthquakes, and human activities such as excavation and construction.
“\.
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Beneath Our Feet clock o

- b
Precambrian ; ff d . - ° :
The late Precambrian, early Paleozoic, and late Cenozoic (Quaternary) are : Different Landscapes . ) $ P—
recorded in the rocks beneath our feet. Each rock-building interval was - £, 5 ’ 21
followed by a long a—— The Ottawa—Gatineau region is underlain by three different geological Y =

. . . . Casselman
Geological time scale interlude of erosion, materials that create very different landscapes. The resistant Precambrian .
Quate spanning hundreds 4onm ea(5 granitic and metamorphic rocks of the Canadian Shield form highland areas
o007 S8 il O billiony that are characterized by rough terrai Il lakes, and abundant
.01< Hoj, of millions of years, at are characterized by rough terrain, numerous small lakes, and abundan
p,eigfene «— that we see as a gap rock outcrops (left). In contrast, the flat-lying Paleozoic rocks
Oepe +— | in the rock record. underlie lowland plains and low hills, and outcrops are

Tertiary, No local . . confined largely to low scarps and riverbanks (bottom left).
e Ancient Mountains : Much of the region is covered by a blanket of Quaternary Unstable Clay Slopes

of this
age sediments which form landscapes that range from gently Leda cl | in the O I | bl hi Landslide dam blocks
Jurassic The oldest rocks in the region are the Precambrian marble, i Hawkesbury undulating plains and low hills of glacial deposits to the eda clay slopes in the Ottawa valley are vulnerable to catastrophic \ river, flooding valley

g | Limestone, quartzite, and granite of the Gatineau Hills and parts of the flat plains of the Champlain Sea (bottom right). landslides. More than 250 landslides, historical and ancient, large

Triassi and small, have been identified within 60 km of Ottawa
5, Tassic sandstone, Carp—Kanata area. These rocks are the deeply eroded roots of Quaternary , . e -

Permian and ancient mountains that were once as tall as the present-day Mo . grave N Some of these landslides caused deaths, injuries,

~290 : Himalayas. Between 1.2 and 1.0 billion years ago, sedimentary _ sand, sftt, and ciay and property damage, and their impact
Carboniferous and volcanic rocks, originally deposited along the margin of Pre%allmbrlan _ o e . o exjended far beyond the S|te_ of the original \

Devonian ancient North America, were deformed, metamorphosed, and marbe, quartzite, Ele0Z0IC imesione, sancstone, anc shae failure. In spectacular flowslides, the

[Devoniant

\
q q q . \ .
— intruded by magma as a result of collision with another g% sediment underlying large areas of flat land | ( = Lemieux, The T own That W as
w continent. This collision ceased about 1.0 billion years ago and adjacent to unstable slopes liquefies. The .\

i : | ‘ ‘ ’ c I
- ' the Precambrian mountains began to slowly wear down. debris may flow up to several kilometres, \ Moved By Landslides!
Ofdygy—— a damming rivers and causing flooding, Quick-clay zone

1 .y Different Resources siltation, and water-quality problems or /. Engineering stud!es, initiatgd following a large landslide
\x— R damaging infrastructure. Geologists and el e on the South_ Nation River in 1971, concluded that the
. Each geological material contains geotechnical engineers can identify town Qf Lemieux lay within a zone_susceptlble to Iarge_
\ Contiental : : ial landslid d i Ll landslides. As a result, the town site was abandoned in
No _ , unique resources. Precambrian potential landslide areas, and appropriate iy _ :
e local v —_ maggin rocks contain a variety of metal and land-use zoning and protective engineering 1991 and residents were relocated at government
AC i of ancient sea mineral resources. Paleozoic Ra:fte:j blg_cks cif expense. In 1993, only two years Iater, a large landslide
R 2 limestone and sandstone provide act sedimen consumed 17 hectares of farmland adjacent to the former
00«\'\\“" building stone and cement and There It Flows! town site. Through progressive headward fallgre, the
b concrete products. Quaternary Anatomy of a landslide Ianﬂsllde I(?t)d\[/)a_ncted 62|30dnl f7rokm the rtlverbank (;nlleGSE than
arbles and quartzites sediments provide sand and - . . » an hour. Debris traveled 1.7 km upstream and 1.6 km
(L5128 b”"o‘i Joars ol D Continental gravel, andpare also the parent After an initial failure removes the stiffer, weathered crust, the sensitive clay downstream, completely blocking the river for several

; : : liquefies and collapses, flowing away from the scar. Failures continue in a domino- : :
Granites and gneisses . material of agricultural soils. : . ; . . . . . days. The costs related to this event were estimated at
(1.6-1.4 billon years old) 1.2€r195]t(;mon 9 like fashion, rapidly eating back into the flat land lying behind the failed slope. The $12 500 000.

years ago
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Eroded Tropical Ottawa—Gatineau

mountain belt ) Wa-rm
— tropical = In the Paleozoic, between 510 and 440 million years ago, a

v uoicalsea fondd e fegon. (e were et e cauatr CHANGINASNDSCAPREK RecenksP EARTHQU AK E Sty powe save INDOOR RADON:

ancient Cambrian beach. In the Ordovician, an ocean covered
LEarthquakes?

. ’ I n Ottawa_G atl n eau!tawa—Gatineau region is located far from An I nVISi b I e H az ard

cephalopods, crinoids, corals, snails, and other shelled animals Glacial scratches Ice Sculpts the Land
Great ice sheets flowed over the Ottawa—Gatineau region several times during the last 1.6 ectonic plate boundaries, the usual source

that lived in the ancient coral reefs can be found by the \ on bedrock
thousands in the shales and limestones under our feet.
million years. The last one covered the region from 20 000 to 11 000 years ago. Our of earthquakes, but it does have a seismic history. Radon is an odourless, colourless, and tasteless radioactive gas produced by the natural
. landscape reflects this glacial heritage. For example... Within this region, the Earth's crust is being breakdown of uranium found in some rocks, sediments, and water. Radon moves out of
, 240 compressed. Once the accumulated stress the ground and dilutes to harmless levels in the atmosphere, but it can accumulate to
_ _ - Rock outcrops in the Gatineau Hills and in the Kanata area have rounded shapes ~ | exceeds the strength of the crust, it is released by high levels in houses. High radon levels are associated with an increased risk of lung
. : i The Big Chill and smooth surfaces created by alacial abrasion. and display scratches and grooves slippage along reactivated faults of the cancer. Radon can enter a home through openings in basement walls and floors. Radon
Gatineau Hills 3 eroded by particles embedded %%he base of the’moving i?:e);heet J Montebello 2007 Ottawa—Bonnechere graben. Although this area concentrations in a home can be lowered by sealing these entry points, by
' - Not fel has a moderate risk of a damaging earthquake, a depressurizing the sediment around home foundations, and by
devastating earthquake is unlikely. improving home ventilation.

During the Quaternary , great ice sheets covered northern
North America several times. The loose sediments that - Stony soils have developed on till, the Papineauville
blanket bedrock in much of the Ottawa—Gatineau mixture of clay, silt, sand, pebbles and
area were left by these glaciers or deposited in boulders carried by, and deposited from, 5 Hawiesbury
the Champlain Sea at the end of the Ice Age. 8 the glacier. Buckingham

Felt by a few people if at rest or . . How radon
on upper floors of tall buildings Radon concentrations differ enters a house

. . greatly throughout the
TG Y e Earthquake fOI’ the MI”eﬂnlum OttawaTGatme.au region
people. Hanging objects ) ; dependlng malnly on
swing back and forth. May Ottawa—Gatineau was shaken into the year 2000 the composition of the
not be felt outdoors by a magnitude 5.2 earthquake centred at Kipawa, local bedrock or soil.
north of North Bay, about 300 km from Ottawa. In While the only way to

f = — - Huge isolated boulders, left behind by
S o~ ¢ glaciers and known as erratics, occur Messon

- : : . scattered across the region. Plantagenet
About 175 million years ago, in the Mesozoic, the Ottawa—Bonnechere - Lerose

graben formed when the land surface moved downward between two Laurentide Ice Sheet Forest Felt indoors by most Ottawa, this event had a felt intensity of IlI. determine the actual
major fault zones. These ancient faults are occasionally reactivated 20 000 years ago Ottawa—Gatineau region Glacial erratic ] Constance people and outdoors concentration of radon

today, releasing crustal stress in the form of earthquakes. 12 000 years ago ' Bay Gatineau | Py some in a home is by a direct Rj:,:l
' | V measurement, in soil
Intensity felt in Ottawa geological maps
showing the

Bourget What W e Feel concentrations of Drain
uranium in rocks and

Bleue ) ) ) Seismogram recorded i : Water table
@ﬁﬁ@W@ Bog Magnitude (Richter scale), or size, reflects the amount at Ottawa on January 1, 2000 soil at surface can be REEIRIIT

of fault movement at the source of an earthquake. Kipawa earthquake used to F.St('jmate : grounauater
Lerose Forest However, because the strength of shaking generally 1l potentlal indoor radon

decreases with distance from the epicentre, what we 40 60 =ERLImUIEL

feel and the amount of damage differ from place to time (seconds)

place. Intensity is a measure of shaking at a specific N

place and ranges from | to XII (modified Mercalli scale). Earthquake = ' " Otter Lake A
Kenata Casselman For any earthquake, there will be one magnitude and x epicentre

many intensities.

Number of earthquakes since 1980

Glacial meltwater delta
(sand and gravel) Hull

Glacial gravel and sand

Potential occurrence
of radon gas

Elevated levels: direct
Le testing recommended
Moderate levels:

direct testing may
be indicated

Glacial | Abrasion ' .
eros|on[ Plucking Glacial debris

(till) Underwater meltwater fa zﬁgzr\:\(ljagle;ys
WEAIH FROM TAKL . GRS
Seaside Ottawa—Gatineau

Mining T oday for Aggregates and Peat Whales once swam in the sea covering the Ottawa

Barrhaven .
Sﬁﬁiﬁi@\\iﬁﬂﬂ@ 4 Wa- efield
Rﬂﬂggﬂ Shawville Buckingham®|

valley. The great weight of the ice sheet depressed Ve Quyon,
the land surface by hundreds of metres, and, as the Almonte

Menotick Renfrew ‘ _ I Little or no uranium
- - glacier retreated, about 12 000 years ago, the Atlantic AmprioPs Gatineau »
Crushed stone quarry The major mineral /&A
+Calabogie

Gorrell Resource Investigations

. Low levels

Increasing radon
risk potential

- adon is estimated from
resources of the Ocean fIc_)oded the Ottawa vqlley, forming the Richmond
. Champlain Sea. As the glacially depressed lands
region are crushed . :
gradually rose, the sea receded, finally leaving the
stone, sand, and
gravel. This Ottawa valley about 10 000 years ago. Beaches and
aggregate is used Dried peat is vacuumed from bog surface deltas, now lying 220 m above present sea level, and

by the construction _— O a widespread blanket of marine mud (Leda clay)

containing fossils ranging from tiny seashells to whale  |iiet s ittt
in a well excavation near Pakenham

. No detailed sampling evels of naturally occurring
Kanata in this area ranium in the top 10 to 30 cm

‘ / ' ’ ’ , / / / , / PrOteCting Ourselves g L4 0 o0 km [Of Soil or rock.
T
, ' / / / / , / / By evaluating the local history of earthquakes and the local R ————

. . . L. . Over 50 years, there is a 10% chance that a site will experience
Landsat TM (5/7) shaded relief fusion. geology, seismologists can produce maps predicting maximum  ground shaking exceeding the intensity shown here. indoor radon levels should

industry to make Peat is plant material that slowly accumulates and : : : Landsat TM 7 Data collected by ground motion or intensity for a region. Seismological data are N , have their homes tested,
. n I viden f thi in th I n . o ! Intensity VI: Felt by everyone. People have trouble walking. >
concrete and build decomposes in bogs. Peat moss, an important It;%dessga%ee evidence of this sea in the present USGS EROS Data Center and used to set our national building codes that specify the Objects fall. No structural damage regardless of the estimated

i ; ; ; rovided courtesy of Canada Centre i i i i -resi ) o : radon potential shown.
roads. Finely resource for the horticultural industry, is extracted at — View upstream along Ottawa River ' . View downstream along Ottawa River IE)or Remote Sens)i/ng engineering design requirements for earthquake-resistant Intensity VII: General alarm. Difficult to stand. Mild to P
crushed aggregate several sites in the region, especially the Alfred Shifting river channels from Parliament Buildings from Parliament Buildings ' buildings. moderate damage to buildings
A m

is alsousedin Bog. Because bogs are wetlands, important for the St )
plastics, glass, paint, survival of wildlife and water recharge areas, peat \\\’\\//
wallboard, and mining is controversial. Several bogs have been ¢ \

/
g /7 4 n
roofing tiles. designated as conservation areas (Mer Bleue Bog). _ \ NYN S\"’“~: ~ A Vltal R eso u rce

’ FLOODINfst 3o Muchaver “Changing Use LAND USKiing on the Land

Past Mines Mining for Stone

Canadian Museum of Nature

The local rivers and Rideau Canal, which

Metals such as lead, iron, molybdenum, zinc, Although no longer active, ! & R . Why Floods Happen 5 : A provided the primary means of transportation for |

and silver were mined from the mid 1800s to stone quarrying played an & e settlers, fur traders, loggers, and the military,

i i i i i i - \ — S5 R defined the early settlement of the region. Most
mid 1900s in the greater Ottawa-Gatineau area. important role In the history of Mgy Present Ottawa River Sl Ancestral Ottawa River channels The Watershed NG (%,)uebec Flooding is a natural process. It RS : earl settlemengfls were along rivers QIJExtensive
Even greater wealth came from industrial local mining. The stones in 2, happens when a river overtops its \ k X y g .

M The Runof f Cycle

minerals such as feldspar, apatite, mica, many buildings in Ottawa are _ . . logging in the 19th century was followed by
araphite, and brucite, from local quarTios. QUAITes (o N EEEEEEEEE————, The Ottawa River watershed has a total area of 148 000 km'. From = banks and inundates nearby low-lying development of farms in the lowland areas, and
’ ' the east of Kanata, near Hwy forested, rocky uplands of the Canadian Shield in Quebec, the river flows awa { Ri areas. In communities built on these

e g i g 1 mining, mainly in the Gatineau Hills. In the 20th
; . westward to Lake Timiskaming, then southeastward along the Ontario—Quebec L= ; : : century, urban areas expanded greatly at the
2L, [MEHIEEE) IS SEBEn (5 The River Evolves border, through the agricultural lands of the lower Ottawa valley, and finally joins the and railways can be damaged or

face the Parliament Buildings . . ) . expense of natural areas and agricultural land,

and the Museum of Natureg _ _ o _ _ St. Lawrence River. The river traverses a total distance of over 1130 km and descends destroyed by high water levels and =0 sit ruah G e vesain [ane) v e

Crushed limestone. from auarries such as thosé The modern Ottawa River evolved as the ancestral river and its tributaries adjusted to the retreat of the Champlain Sea. Between about 400 m, from an elevation of 430 m at the headwaters to 20 m at its mouth. Flow is fairly steady flow through the winter. The lower sometimes by moving ice. Floods can urbanized area has some form of environmental
’ 9 10 000 and 8000 years ago, there was a much larger flow of water through the ancestral Ottawa River than at present. Large managed through regulation of its principal reservoirs by a joint federal-provincial planning ' be caused by rapid melting of large

. o o i i i : constraint. Ottawa's growth has also been
near Carlington Hill in Ottawa and the casino in glacial lakes in northern Ontario and the Prairie Provinces, and the upper Great Lakes all drained into the Ottawa River. Several v gttﬁr\ﬁv aaF:rl?Céerseggrcleirelfr;?gs tvtvr?ess(;:?[%élﬁlotc:igstaalﬁise.s amounts of snow, or rain on snow, or | 3 shaped by the Greengelt almost 20 000
Gatineau, supplied lime for the production of cement. Deschénes Rapids ” pring 9 prolonged or torrential rainfall. Ice jams Q N I:I Floodplain as ’

Remic Rapids ' (Mississippi, Rideau, and South Nation rivers) which and landslide debris can also defined by level hectares of publicly owned lands (farms, forests,
Chaudiere Falls - causes the Ottawa River to rise to its first peak. The temporarily block a river, causing R S m XIS and extent of the wetlands, institutional complexes, and
second, and normally higher, peak arrives about WoRtie i : S - 100-year flood recreational areas) in a rural setting.
Main peak three weeks later from snowmelt in the northern ' “‘j R i Built-up area
- part of the basin. OOPIPIRAIARAIES RS (1985) Gati
Irst

peak Average monthly flow of s « QAylmer
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Flow varies considerably throughout the year. High
runoff during the spring is caused by snowmelt. This
sl is followed by lower flow during the drier summer
months, an increase in flow due to fall rains, and
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Groundwater Slow flow rates and long residence times Longitudinal profile of the lower Ottawa River water surface

The following agencies and organizations participated in the planning, preparation T in aquifers cause groundwater 0
. Tl Wetland recharge 5% %, v Surface runoff ; - EE——
and/or production of Geoscape Ottawa—Gatineau: Systel n of streams g Lo directly into quality to be controlled by the -(I) |

Maximum The 100‘Year FlOOd

Precambrian granite and gneiss Paleozoic
limestone and shale

('1 e’ o
= Decisions Can Be Hard!

R ;
oar — Not Every 100 P N R "" : Many of us might like to live in a home on a bluff
2 il C ; with a beautiful view of the valley below or
Years! — -

Postglacial sand, gravel, and silt

Elevation (m)
River flow (m3s)

Geological Survey of Canada, Miscellaneous Report 85, 2004

River flow (m3s)

Minimum

Vortioal v perhaps on the banks of a quiet river. Beware!
\ \ ertical o 0 E

Geological Survey of Canada and Canada Centre for Remote Sensing, Natural Resources VL e SR ! o exaggeration = 200x S0 Distance along river (km) 150 Mar Apr  June  Aug  Oct Both may be hazardous. A bluff on Leda clay
Canada; Canadian Museum of Nature; Department of Geography and Environmental Studies 200 0% PATRAN § chemical composition of the N

. VR \ SRR . . : . . . ' may be vulnerable to landslides and the riverside
and Department of Earth Sciences, Carleton University; Department of Earth Sciences, Groundwater provides W g RIRAURARN O/ Contamination AR R aquifer. Pyrite-bearing rocks The '100-year flood' refers to the E ‘ y

A

Contamination

Vi

University of Ottawa; Environment Canada; Ecomusée de Hull; Friends of Petrie Island; much of the water used Vg F———u gomel may bf pr0||1e tol flooding. In OtFawa.’I
EE = evelopment on clay slopes, on organic solis, or
—
- 'E in areas vulnerable to flooding is either prohibited

=t or subject to review by a geotechnical engineer.

of shallow SO yield water with a ) flood level that has a 1% chance Stittsville |
§ agquier 5% Rainwaier  characteristic rotten-egg . A Precious Resource PBIELTY I £ BVEn e
\ recharge odour. Water from salt-rich Rapids and W aterfalls, and thufs maﬁl actually occur
aquifer Champlain Sea sediments The Ottawa River is the source of drinking water for more often than once in a Urban area
\ z can b(fsaline. Calcium and Beaches and Islands! many local communities. The City of Ottawa is the century or, alternatively, not Bl 1906
heaviest of these users, drawing 341 million litres of happen at all. The magnitude of Bl 1925
water from the river daily at the Britannia and the 100-year flood is commonly % ggi
Lemieux Island purification plants. Historically, the used to define flood zones and to 11099
Ottawa River has been a transportation route for design flood-protection structures
native peoples, fur traders, and the timber industry.

National Capital Commission; Ottawa-Carleton District School Board; Ottawa-Carleton Catholic for residential and Surface
School Board; Commission scolaire des Draveurs; Ontario Ministry of Natural Resources; City

. . recharge of %
of Ottawa; Rideau Valley Conservation Authority; South Nation Conservation Authority. agricultural purposes in bedroc ;1_(1\C> \

rural parts of the region. sediment

Text and figures were contributed by J.M. Aylsworth, A.L. Bent, G.R. Brooks, D. Corrigan, aquifers

J.A. Donaldson, B.J. Dougherty, L.A. Dredge, C.R. Harington, S. Heenan, D. Irwin, .M. Kettles, It also ”.”O"es n“t”e'.”ts to > .
D.E. Lawrence, B.E. Medioli, F. Michel, J.B. Percival, M. Poirer, H.A.J. Russell, vegetation and provides magnesium, dissolved from

J.K. Torrance, and R.J.W. Turner. flow to streams. Ground- limestone and dolostone,

e . water is stored in, and Exchange v T AN drops over resistant bedrock outcrops. At these
Graphic design and cartography: R.G. Franklin, J.M. Aylsworth, and R.J.W. Turner. ’ between = </ P i i i i i
moves through, porous groundwater N/ R locations the river is relatively shallow and swift, and

Funding for this poster was provided by ~ Natural Resources Canada and the Ontario Ministry sand and gravel and and river \ bedrock iS|3_-ndS may diViC!e the channel.
of Energy, Science and Technology. porous or fractured a8 Hydroelectric dams exploit some of these natural In the 1840s, saw and grist mills were located at
Recommended citation: bedrock (aquifers). e : dCrlg ;Ej dri]éeraer FP ;Ir;a%gsvlglrgg;éféo% :n?/r%?ltjk:’eand Chaudiére Falls. This site later developed into a
Aylsworth, J.M. Aquifers are recharged \ ; 2= : . i i - )
2004: Geoscape Ottawa—Gatineau; Geological Survey of Canada, Miscellaneous d PP g k agy,; 3 Water in pores | tributary rivers (e.g. Gatineau River). sprawling complex of saw, pulp anc.i pape, and Defendlng AgaInSt Floods GGOIOgy and Ag”CUItU re
Report 85. by the infiltration of Jeer In pores Vulnerable! Natural and artificial beach (i carbide mills, and
rainwater or snowmelt Rl atural and artificial beaches are present in

i : - hydroelectric plants, Flood damages can be reduced substantially by avoiding development on flood-prone lands
601 Booth Street 3303-33rd Street N.W. 101-605 Robson Street from the ground surface. sand and Groundwater can be Petrie Island marsh places along the wider, slower-flowing reaches of a?ll il th(fwater ? hg ol et y by dg P oo p Nralins
Ottawa, Ontario K1A OE8 Calgary, Alberta T2L 2A7 Vancouver, B.C. V6B 5J3 gravel the Ottawa River (Norway beach, Britannia Parks (such as Brewer Park along the Rideau River and Leamy Park in Gatineau), playing

Web site: www.nrcan.ge.ca/gsc :ﬂ\gﬁ \é,?rt’htgrgltjt%w;t 0 contamir_latedb. Contamir_lanlt g beach). Downstream of the confluence with the gﬂgreng?ltt;]régfgl'g fields, and natural areas are appropriate land use for these flood-prone areas. Dikes,
7 sources In urban areas incluae Gatineau River, the Ottawa River flows across gy - elevated embankments that provide a physical barrier between low-lying land and the river,

valley, an impervious gas stations, dry cleaners, Some of these can protect developments on the floodplain. A dike along the Gatineau River protects part of

blanket (aquitard) of N Sulphurous walter garbage dumps, snow-disposal Quaternary sediments and the industries remain in Gatineau. Although
Champlain Sea silt and irgalggg%%k in pyrite-bearing shale q d industrial sit landscape changes. Here, P . 9
umps, and industrial sites. vegertedisandbars fonmilow p y. the reservoirs are

clay limits aquifer Municipal waste-disposal sites in Carp, Gloucester, islands (Kettle Island, Petrie Recreation is now a too small to control

. recharge. Excessive and Avimer have leaked and contaminated maior use of the river. f00d disch piles built from boulders pulled from the fields. Sandy soils may be low in nutrients
Geomatics : 2y ; Island) and marshes are J riooa aischarge, - : : _
pumping of groundwater aquifers. In rural areas, livestock wastes, ) and do not hold moisture, and thus are poor agricultural soils. In the Bourget

can deplete aquifers. pesticides, and fertilizers have polluted = common along the shore. Kayak at Champlain Bridge rapids the many power Plantagenet vicinity, abandoned farms on the dry sand plain of the early Ottawa River
’ have been returned to pine forest, now the Larose public recreation forest.

Falls and rapids occur where the Ottawa River

Soil texture, which is determined by the underlying geological material, determines how
suitable the land is for agriculture. Nutrient-rich silt and clay soils are highly productive
as long as surface drainage is adequate. Networks of long drainage ditches are
common in these areas. Till, which has a fine-grained matrix, is also nutrient-rich and
retains moisture well.
Farms on till often
have rock fences or
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